








VEX
Wall

With its unassuming minimalist profile, the Vex outdoor LED

wall sconce features up and down lighting and delivers a wide 

range of optical control and illumination options in a unique 

and deceptively simple design. Independent, up and down 

beam angles from 10°-120° are achieved with simple tool-free 

adjustment. Up and down beams can be set symmetrically 

or asymmetrically and are lockable. Vex is ideal for indoor 

or outdoor accent lighting, ambient, way-finding and wall 

grazing applications where beam angle is critical or 

used to add dramatic effects.  

* Visit techlighting.com for specifi c warranty details.

SPECIFICATIONS

DELIVERED LUMENS 554

WATTS 18.7

VOLTAGE Universal 120V - 277V

DIMMING ELV, 0-10V

LIGHT DISTRIBUTION
Symmetric or Asymmetric depending 

on barn doors position

MOUNTING OPTIONS Wall 

OPTICS Adjustable beam spread

CCT 3000K or 4000K

CRI 90

COLOR BINNING 3-Step

BUG RATING B0-U3-G0

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL, Title 24

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Marine Grade Powder Coat

LED LIFETIME L70; 35,000 Hours

WARRANTY* 5 Years

VEX
shown in white

VEX
shown in charcoal

VEX
shown in bronze

VEX
shown in black

Continuous light angle adjustment 
(symmetric or asymmetric), both up and 
down from 10 degrees to 120 degrees.
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PRODUCT DETAILS & ORDERING INFORMATION
MODE SINGLE

MODE SPLIT

1"
25 mm

2"
51 mm

3.8"
97 mm

LENGTH 
(A)

LENGTH 
(A)

6"
152 mm

2"
51 mm

1"
25 mm

2"
51 mm

3.8"
97 mm

1"
25 mm

LENGTH 
(A)

6"
152 mm

2"
51 mmLENGTH 

(A)

Mode Single Wall/Ceiling Mode Single Path/Flood

700OWMDES CRI COLOR TEMPERATURE STEM LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE

9 90 CRI 27 2700K
30 3000K
35 3500K
40 4000K

9 9"
13 13"
19 19"
25 25" (CEILING ONLY)

20 20º
30 30º
40 40º
60 60º

Z BRONZE
H CHARCOAL

UNV UNIVERSAL 120-277V

MODE SINGLE WALL/CEILING OUTDOOR

700OAMDES CRI COLOR TEMPERATURE LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE OPTION

9 90 CRI 27 2700K
30 3000K
35 3500K
40 4000K

9 9"
13 13"
19 19"
25 25"

20 20º
30 30º
40 40º
60 60º

Z BRONZE
H CHARCOAL

12 12 VOLT*  CONCRETE MOUNT
ST STAKE MOUNT

*REQUIRES REMOTE TRANSFORMER

MODE SINGLE PATH/FLOOD OUTDOOR

3.2"
81 mm

1"
25 mm

1"
25 mm

1.9"
48 mm

6"
152 mm

LENGTH 
(A)

Mode Split Wall/Ceiling

3.2"
81 mm

1"
25 mm

1"
25 mm

1.9"
48 mm

6"
152 mm

LENGTH 
(A)

Mode Split Path/Flood

700OWMDED CRI COLOR TEMPERATURE STEM LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE

9 90 CRI 27 2700K
30 3000K
35 3500K
40 4000K

10 10"
14 14"
20 20"
26 26" (CEILING ONLY)

20 20º
30 30º
40 40º
60 60º

Z BRONZE
H CHARCOAL

UNV UNIVERSAL 120-277V

MODE SPLIT WALL/CEILING OUTDOOR

700OAMDED CRI COLOR TEMPERATURE LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE OPTION

9 90 CRI 27 2700K
30 3000K
35 3500K
40 4000K

10 10"
14 14"
20 20"
26 26"

20 20º
30 30º
40 40º
60 60º

Z BRONZE
H CHARCOAL

12 12 VOLT*  CONCRETE MOUNT
ST STAKE MOUNT

*REQUIRES REMOTE TRANSFORMER

MODE SPLIT PATH/FLOOD OUTDOOR

See the Tech Lighting Outdoor collection catalog for the complete offering of architectural-grade  
outdoor lighting fixtures, or visit www.techlighting.com for more details.



VEX

Vex

4.6"
117 mm

4.6"
117 mm

4.6"
117 mm

3.9"
99 mm

700OWVEX CRI COLOR TEMPERATURE LENGTH(A) FINISH INPUT VOLTAGE

9 90 CRI 30 3000K
40 4000K

4 4" H CHARCOAL
Z BRONZE
W WHITE
B BLACK

UNV UNV 120V-277V

VEX WALL SCONCE

MODE DUAL

2"
51 mm

3.8"
97 mm

6"
152 mm

6"
152 mm

LENGTH 
(A)

WIDTH
(B)

WIDTH
(B)

2"
51 mm

3.8"
97 mm

6"
152 mm

6"
152 mm

WIDTH
(B)

WIDTH
(B)

LENGTH
(A)

MODE DUAL PATH/FLOOD OUTDOOR

700OAMDEA CRI COLOR TEMPERATURE LENGTH (A) WIDTH (B) BEAM SPREAD FINISH INPUT VOLTAGE OPTION

9 90 CRI 27 2700K
30 3000K
35 3500K
40 4000K

4 4"
08 8"
14 14"
20 20"

19 19"
29 29"

20 20º
30 30º
40 40º
60 60º

Z BRONZE
H CHARCOAL

12 12 VOLT*  CONCRETE MOUNT
ST STAKE MOUNT

*REQUIRES REMOTE TRANSFORMER

Mode Dual Wall/Ceiling

Mode Dual Path/Flood

700OWMDEA CRI COLOR TEMPERATURE STEM LENGTH (A) WIDTH (B) BEAM SPREAD FINISH INPUT VOLTAGE

9 90 CRI 27 2700K
30 3000K
35 3500K
40 4000K

4 4"
8 8"
14 14"
20 20" (CEILING ONLY)

19 19"
29 29"

20 20º
30 30º
40 40º
60 60º

Z BRONZE
H CHARCOAL

UNV UNIVERSAL 120-277V

MODE DUAL WALL/CEILING OUTDOOR

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT150T277
700OT300T
700OT300T277

OTDR, MAGNETIC, 150W, 120V
OTDR, MAGNETIC, 150W, 277V
OTDR, MAGNETIC, 300W, 120V
OTDR, MAGNETIC, 300W, 277V

STAINLESS STEEL
STAINLESS STEEL
STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC
MAGNETIC
MAGNETIC

*REQUIRED FOR MODE PATH ONLY. WALL/CEILING HAVE INTEGRATED DRIVERS.

TRANSFORMERS* (OUTDOOR RATED, ORDERED SEPARATELY)
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Cover: Vex Wall shown in Black 
Mode Single Ceiling, Mode Split Path shown in Antique Bronze

Syntra Bollard shown in Antique Bronze

2017 Full Line Catalog

techlighting.com

SYSTEMS ORDERING GUIDE:
A Complete  Gu ide  to  App l i ca t ion , Des ign  & Order ing

MonoRail  /  Two-Circuit MonoRail  /  Wall MonoRail  /  Kable Lite  /  T-TRAK

2017 TECH LIGHTING
FULL LINE CATALOG

2017 TECH LIGHTING
SYSTEMS ORDERING GUIDE

2016 TECH LIGHTING
OUTDOOR SUPPLEMENT

7400 Linder Ave.

Skokie, IL 60077

T 847 410 4400

F 847 410 4500

W techlighting.com

921TLODB17


